Muffler Replacements by
MUFFLER FAILURE
Fiberglass mufflers fail. A crack will result in water and carbon monoxide in your boat. An
undetected or catastrophic failure can sink your boat. Replace your outdated fiberglass mufflers with
a stainless steel muffler made by Fresh Air Exhaust.
The mufflers shown left and right are
below the waterline. When they failed,
the boat began taking on water. The
picture on the right was the muffler in my
boat. Fortunately, we were able to beach
the boat. the fiberglass muffler cracked
(arrow) and the hose clamp came loose,
causing the hose to slip off.

Fiberglass Muffler

Stainless Steel Replacement
The end of this fiberglass muffler (left) cracked and was leaking water and carbon monoxide. Even
though the muffler on the right had been repaired, the internal baffles were collapsed. This resulted in
increased back pressure, which hurt engine performance, increasing fuel consumption and eventually
overheated the engine.

FAE muffler replacements cost less and will exceed the life of your boat!

FAE muffler replacements eliminate the space consuming muffler in your engine compartment,
and are available for all brands and all styles of boats.
We carry many models in stock. If we don't have your muffler in our database, we need pictures and measurements as detailed
on the next page. If you need to remove your muffler to measure it, we will coordinate with you for minimal downtime.

Get in touch now for pricing & information

mail@FreshAirExhaust.com ◦
512-647-7321

How to measure “L” shaped muﬄers for a replacement.
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“L” shaped muﬄers: place the muﬄer on the ﬂoor, up against the wall as
shown above. Measure up the wall for the height and along the ﬂoor for
length. Measure the diameter on both ends and enter on the form above
right. The ends of most muﬄers are either 3” or 3-1/2”. The ﬁberglass
may be undersized (a common cause of failure). For instance, 3-3/8” but
connects to a 3-1/2” hose.

For “L” shaped muﬄers, take a picture of
the angle. Position the camera directly
above the angle.
We measure the angle from the picture
(red lines in the picture).

How to measure "Barrel" shaped mufflers for a replacement
Measure a “barrel” muﬄer per the colored arrows. The red arrow is the “oﬀset
distance” between the 2 tubes (typically between 2” and 5”). The orange arrow is
the length of the tubes. The yellow arrows are the diameter (typically 3.5” or 4.0”).

Engine Side

Take a picture of the end of the barrel.
Position the camera directly above the barrel
end. We measure the angle from the picture.
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If the rubber hose is damaged, we can
make the muﬄer replacement longer (tell
us your needs).
We can supply hose clamps, and rubber
hose cut to length.

Offset - Red Arrow

If your muffler varies from those pictured, please contact us for more information.
Name

Email

Phone

Boat model

Email completed form to: mail@FreshAirExhaust.com Measurement questions, please call: 512.789.6266

